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Outline

●Review of iterative s2s technique.
●Introduction of graphical technique
●discussion of results
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Iterative s2s Technique

Siglin ADC

Attenuation correction

Pathlength correction

Zero correction     1pe correction

Strip light level

Strip light level

●Pick a muon track > Satisfies cuts?
●Calcuate pathlength/attenuation
corrected ADC value.
●Calcuate sparsification probability
assuming a given light level.
●Calculate mean value of ds/atten/ 
zero corrected histogram.
Is ratio of mean to peak 1.29?
        yes? Strip has converged
        no? Guess a new light level.

Methodology
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Graphical s2s Calibration
Methodology

●Pick same muon set as for iterative approach.
●Apply pathlength and attenuation correction.
●Calculate light level by fitting peak of ADC distribution.

     Light level in pe = light level(ADC)/gain
●Determine 0 pe / 1 pe light level by poisson statistics
●Calculate mean of histogram including 0pe/1pe corrections.  

Using a gaussian fit to peak Troublesome strips

●What should be done
about the lack of a
well defined peak?
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Comparison Of Results(ND)

Iterative Calibration Method Graphical Calibration Method 
4 days,2.2 million snarls 5 days, 2.7 million snarls
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Iterative to Graphical Comparison

Graphical                         Iterative                              Difference
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ND Calibration Constants

Spectrometer (plane > 121)Calorimeter ( Plane <122)
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Normalization Value?

●Recall that the Iterative method forces the mean/peak ratio to be 1.29
   > The ratio obtained by this method is consistent..
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Far Detector Results (iterative)

Data Sample information
●4 million snarls(4.2%)
4 Data periods
●July1,2003>Nov 1, 2003
●Jan 1 2004 > Apr 1 ,2004
●Aug 1,2004 >Nov 1,2004
●Aug. 1,2005>Nov. 1, 2005
Mean  <ADC> value

●2003331.553
●2004324.5/322.0
●2005320.409

3.3% drop/2years
~1.65%/year

Want to identify this in graphical
approach.(should not affect s2s)
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Summary

Main benefit? Noniterative therefore much faster
 In ND 5 days(2.7 million snarls) ~ 45minutes (vs 12 hours)
 Far Detector (4 million snarls,3months) takes 3 days on iterative.

Problems
 requires large memory to store arrays of ADC values

       Need to look into a better fitting algorithm (landau+poisson).


